
 2X 7.8 THRU 

 159 

 178 

 115 
 89 

MOUNTING FLANGES
REPOSITIONABLE & REMOVABLE

4X JACKSCREWS

4X CASE SCREWS
EXTERNAL ENCODER CABLE
(NOT INCLUDED)

TO CONNECT EXTERNAL ENCODER:
REMOVE 4X JACKSCREWS FROM D-SUB CONNECTORS1.
REMOVE 4X CASE SCREWS FROM OPPOSITE END2.
SLIDE BOARD OUT OF ENCLOSURE3.
FEED CABLE THRU INLET AND CONNECT TO TERMINALS4.
TIGHTEN CABLE GLAND5.
REINSTALL BOARD INTO ENCLOSURE, REINSTALL HARDWARE6.
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D-SUB 15F: TRANSDUCER INPUT

D-SUB 15M: CONTROLLER OUTPUT
ENCODER SIGNAL SELECT SWITCH

(TRANSDUCER/ EXT. ENCODER)

 23.2  25 
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EXTERNAL ENCODER
CABLE INLET

BNC: INDEX

BNC: TACH B
BNC: TACH A

BNC: TORQUE
    : GROUND
B  : TACH B
A : TACH A
+ : +5V
-  : 5V COM
I  : INDEX
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MATERIAL:

SBB15 SIGNAL BREAKOUT BOX

.X
.XX

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
DIAMETERS CONCENTRIC: .08 TIR
FACES PERPENDICULAR: .08
INTERPRETATION PER ASME
  Y14.5M-1994
REMOVE ALL BURRS AND BREAK
  SHARP EDGES 0.13/0.25 X 45°
INSIDE CORNERS TO BE R 0.5 MAX
TOLERANCES:

X
X°

SURFACE FINISH 3.2 µm MAX

 ± .25
 ± .13

 ± .4
 ± 1°
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