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.260 CLEARANCE HOLES FOR
M6 SOCKET HEAD CAP SCREWS

6.6

5 5/8" MAXIMUM
MOTOR OUTSIDE

DIAMETER

4X CLAMPING LEVER, M6

4X M6 T-NUT

8mm X 7mm X 50mm
RECTANGULAR KEY 5.906
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3"
AS REQUIRED

4 1/2"
AS REQUIRED

TYPICAL FIT IS LC3
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3 DIMENSIONAL VIEW
SCALE 1 : 8

PT SERIES - T-SLOTTED BASE PLATE

ADAPTOR RING-
MANUFACTURED AS REQUIRED

MOTOR UNDER TEST

HD-700-XX-0100

SOLID MODEL AVAILABLE

NOTE:  DIMENSIONS IN [ ] ARE MILLIMETERS

THIS DRAWING AND SPECIFICATION
CONTAINS PROPRIETARY INFORMATION
TO MAGTROL INC.   ANY DISCLOSURE
OR REPRODUCTION OF THIS DOCUMENT
WITHOUT WRITTEN AUTHORIZATION FROM
MAGTROL INC. IS EXPRESSLY PROHIBITED
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES,
DIAMETERS CONCENTRIC: .003 TIR,
FACES PERPENDICULAR: .003
INTERPRETATION PER ASME
Y14.5M-1994
REMOVE ALL BURRS AND BREAK
SHARP EDGES .005/.010 X 45°, ALL
INSIDE CORNERS TO BE .02 R MAX.
TOLERANCES:

FRAC. 
ANG.  

SURFACE FINISH 125 RMS MAX. U.O.S.

± .01
± .005

± 1/64"
± 1°
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